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Fixture Type  

Quantity   

Job Name  

Flex-It

Product Specification
Outward Dimensions

Length (mm) 960(P10 x 95)

Pitch (mm) 10

Height (mm) 12

Light Source

Light Source LED (super high brightness light-emitting diode)

Colors (open top) 6000K White/blue/green/red/orange

Colors (capped top) Incandescent, 3500K white, 6000K white, red, blue, green, orange

Bulbs 96

Power

Operating Voltage 12VDC

Power Consumption 2W/Ft.

Others

Weight 40g

Maximum Angle (sideways) 45°

Maximum Angle (longways) 10°

Ordering Information Example:   FLX1-P1-W-G-78

Series 

FLX1   Open top
FLX2   Capped top*

Mounting 

P1     3/8” plastic track
A1     3/8” aluminum track

Length

39      39” (1M) module
78      78” (2M) module
117    117” (3M) module

Environment 

W   Wet
D    Dry

LED Color

R            Red
B            Blue
G            Green
O            Orange
I              Incandescent
W6000   6000K white
W3500   3500K white

*Available in Incandescent & 3500K White Only

shown: Flex-It with capped top

Description

Features
-  Lamp life potential 50,000 hours
-  3/8” wide mounting track
-  Dimmable
-  Available in: Open Top (bright vibrant colors) and Capped Top (muted soft colors)

A thorough quality control system is used to select the LEDs used in our Flex-It 
fixtures. Colors are consistent between lights and throughout the product’s life time.

Pliability and water resistance are two major features of Flex-It. They can be used any-
where, including outside, with no question of safety. Flex-It continues to expand lighting 
possibilities.

The efficiency of the LED as a light source allows low electricity consumption. 
Combined with its long life span, maintenance costs are reduced.

Note: Modules are in 1 Meter pieces. Ex. 3M = 3 1M modules. There is a 3” gap between connections
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Profile

Flex-It
Technical Drawing - (A1 - 3/8” Aluminum Track version)
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Flex-It
Technical Drawing - (P1 - 3/8” Plastic Track version)
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Flex-It Layout Instructions

CV60 Power Supply
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